








MASONRY FLUE

B-VENT

ZERO CLEARANCE

OUR CHIMNEY POT
DOES IT ALL.

REVOLUTIONARY DESIGN IS UL-LISTED,
OMNI CERTIFIED FOR ALL TYPES OF
FLUES AND VENTS.

Never has one product covered so
many types of flues so beautifully.
With a patented, UL-listed and
OMNI certified chimney pot from
European Copper, all unsightly
vents and flues can now have a

uniform, flawless finish.

DIRECT VENT

PLUMBING VENT



EUROPEAN COPP

BY JACK ARNOLD

?,D One of our larger chimney pots,
< the King has an octagonal shape,
making an impressive statement
for your home.
45 Ibs.
2!_0"
A o
KING The Queen is a slightly smaller
scale than the King in weight and
EC-0-2447-1 height. Same octagonal shape
and vent design.
32 Ibs.
Our smallest chimney pot,
B the Pawn makes a nice
S addition to chimneys that
& are small in scale. -
21 Ibs.
1!_8"
e e)
PAWN d Eye-catching square ™
EC-0-1924-1 $— 19" —9 shape with "X" grid design ’
dq CLEAR I and pyramid top.
_ 40 Ibs. 53355
1l_gll
o A smaller version of the il B KNIGHT
- Knight, the Knight Il is ideal for — e EC-SQ-2144-1
smaller homes. N RN
28 Ibs.
1!_4“
—
KNlG HT " Round in shape, the Bishop replicates
EC-SQ- 1 the shape of standaard clay pots, without
Creleniieee the weight and decay and is a great fit
for more contemporary style homes.
_ 46 Ibs. |
2!_2"
——
© A smaller version of the BISHOP
™ Bishop, the Bishop Il is ideal
for smaller homes. EC-R-2649-1
41 Ibs.
1'_8"
=

EC-R-2036-1 U.S. PATENT NUMBERS: 6,926,600 D535,010S 7,179,164



July 25, 2008

Mr. Pat Keegan
European Copper
7310 South Yale Ave
Tulsa, OK 74136

Dear Mr. Keegan:

This letter serves as notification that the European Copper Chimney Shrouds have
passed the necessary testing requirements to be installed on FMI Hearth Industries
wood burning fireplaces incorporating the DESA 8” and 12" chimney system.

The European Copper models approved are:
King

Queen

Pawn

Knight

Knight Il

Bishop

Bishop Il

All installation requirements determined during the testing must be followed. These
instructions must be reviewed before the final certification will be issued.

If you have any questions concerning this project, don’t hesitate to contact OMNI.

Sincerely,

o

John D. Voorhees
Director of Technical Services

OMNI-Test Laboratories, Inc.
Product Testing & Certification

Mailing: Post Office Box 301367 » 97294
Street: 13327 NE Airport Way « 97230
Portland, Oregon « USA

Phone: (503) 643-3788
Fax: (503) 643-3799
email: jvoorhees@omni-test.com

Filename: DESA initial Itr; Date Printed: July 25, 2008



CHASE VENTILATION SCHEMATIC PDES/N

You must check with your local building code agency before you begin installation to ensure compliance with local
codes, including the need for permits & follow-up inspections.

6O CAUTION

Sharp Edges :
« Wear protective gloves, head gear,
and safety glasses during installation.

Portland
Oregon USA

Tested &
Listed By

cJJJJJus

OMNI-Test Laboratories, Inc.

A\ WARNING

Fire Risk
« Intended for use with a metal (or masonry)
chase top.
Use of combustible materials will cause a
fire hazard.

EUROPEAN COPPER CHIMNEY
POT ("QUEEN" MODEL SHOWN)

/ CHASE COVER

GAS SEPARATOR

| 3
e
ADAPTER SLEEVE MOUNTING BRACKETS
ADAPTER SLEEVE
' CEMENT BOARD — 2 : 2~ STANDOFF COLLAR & SCREW
=< | IAC AT 12" O.C. (MAX.)
f VENEER
STORM COLLAR ==
FRAMING AS
DOUBLE WALL NESSESARY
FLUE PIPE
e — VAPOR BARRIER
8" ECA-8/12" ECA-12 e
FRAMING

CEMENT BOARD SPACERS

(OPTIONAL METAL)
SCREEN MESH

SHEATHING

CHASE COVER

- 1/2" "DUROCK" CEMENT
BOARD OR EQUAL

f : (2) LAYERS OF 1/2" "DUROCK"
CEMENT BOARD SPACERS
4" LONG @ 12" O.C.

SCREEN MESH

FLASHING
. STANDOFF COLLAR & SCREW

DRIP
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VAPOR BARRIER

FRAMING

VENEER

DETAIL SECTION

- SHEATHING

«VARIES+





